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      PARTS LIST:

	2
	Side Bars 
	2
	12mm Triple Hex Nut (front)

	2
	Front Brackets
	2
	12mm Hex Nut (rear)

	2
	Rear Brackets
	4
	12mm ID x 24mm OD x 1.5mm Flat Washers

	2
	12-1.75mm x 70mm Bolt Plate (rear)
	8
	10-1.50mm x 30mm Hex Head Bolts

	2
	12-1.75mm x 90mm Bolt Plate (front)
	8
	10mm Nylock Nuts

	4
	12mm Lock Washers
	16
	10mm ID x 26mmOD x 1.5mm Flat Washers


 PROCEDURE:

1. REMOVE CONTENTS FROM BOX. VERIFY ALL PARTS ARE PRESENT. READ INSTRUCTIONS CAREFULLY.

2. From underneath of vehicle remove the driver front plastic grommet. To remove grommet you will need to unscrew the center of the grommet, and then pull down on it (Figure 2).
3. Insert (1) 12mm x 90mm Bolt Plate into existing hole, where rubber grommet was removed. (Figure 3).  

4. Secure driver front Mounting Bracket to Bolt Plate using (1) 12 mm Triple Hex Nut, (1) 12 mm Lock Washer & (1) 12mm Flat Washer (Figure 4). Do not tighten at this time. NOTE: Refer to figure 1 for bracket configuration.
5. Repeat steps 2-4 for driver rear Mounting Bracket. NOTE: You will be using (1) 12mm x 70mm Bolt Plate, (1) 12 mm Hex Nut, (1) 12 mm Flat Washer and (1) 12mm Lock Washer to install the rear Mounting Bracket (Figure 5).
6. Locate Driver Sidebar and loosely attach it to Mounting Brackets by using the included (4) 10mm x 30mm Hex Head Bolts, (4) 10mm Nylock Nuts, and (8) 10mm Flat Washers      (Figure 6). 
7. Level and adjust Sidebar, and then tighten all hardware at this time.

8. Repeat steps 2-7 for passenger side.

9. Do periodic inspections to the installation to make sure that all hardware is secure and tight.
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INSTALLATION INSTRUCTIONS


SIDE BARS


06-10 MERCEDES BENZ ML300 SERIES / 500 SERIES / GL 450 SERIES


PART NUMBER 290300 / 290307 / 290310 / 290317
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Figure 2
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Figure 4





Rear Bracket with Hardware





Installation Complete





Figure 3





Bolt Plate





Figure 5





10mm x 30mm Hex Head Bolts, 


10mm Nylock Nuts, &


10mm Flat Washers





Front Bracket with 


12mm x 90mm Bolt Plate,


12mm Lock Washer, 12mm Flat Washer, &


12mm Triple Hex Nut





Figure 6





Remove factory plastic grommet





Rear Bracket with 


12mm x 70mm Bolt Plate,


12mm Lock Washer, 12mm Flat Washer, &


12mm Hex Nut





Front Bracket with Hardware









                                            Page 1 of 2

  3/28/07 (AM)

